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剖面 A-A
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The thickness of the gasket is less than 0.5mm
Fix by dispensing

局部视图 B

比例 5:1
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2

注释

DESIGN WAVELENGTH: 852 nm1.
CLEAR APERTURE:    10 mm2.
DELAY: λ/43.
DELAY TOLERANCE: λ/3004.
WAVEFRONT ERROR(RMS): λ/8 @632.8 nm5.
AR COATING（S1，S2，S3，S4）:V coating,6.

       R<0.25%@852 nm，AOI=0°
7.   CHAMFER: 45°, <0.2mm
8.   SURFACE QUALITY(S1,S2,S3,S4): 40/20(S/D)
9.   PARALLELISM(S1,S2,S3,S4): <10 arcsec 

serial number PART 
DESCRIPTION

MATERIAL

1 WAVEPLATE QUARTZ

2 GASKET GASKET

REVMATERIAL

DATE

DRAWN QUARTZ ZERO-ORDER 
WAVEPLAT

B

DRAWING
PROJECTION

APPROVAL

FOR INFORMATION ONLY
NOT FOR MANUFACTURING PURPOSES

NAME

4.0 g

SCALE

3:1

WEIGHT

QUARTZ

QWP10-852B-SP

Feb./3rd/24BSHU

WCHENG Feb./3rd/24
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